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1. INTRODUCTION

1.1 Project Overview

Inner West Council engaged Bitzios Consulting to prepare a Traffic Management Plan (TMP) to
support events held on Lackey Street in Summer Hill. This is shown in Figure 1.1.
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Figure 1.1: Site Location

1.2 Purpose of TMP

This document serves as a global TMP. It will be implemented for local events on Lackey Street up
to six times a year. The TMP aims to reduce the cost of event preparation and operation, enabling
event organisers to reuse the TMP, at a minimum, use it as a foundation without the need to prepare
a new one for each event.

The scope of this TMP includes:

= Identifying impacts on road traffic, public transport, pedestrians, cyclists, public parking, and
businesses, as well as determining appropriate mitigation measures

= |dentifying necessary traffic control devices and personnel to ensure safety for everyone during
the event

= Developing traffic guidance schemes for adaptation by those implementing the traffic control.
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2. EXISTING CONDITIONS

2.1

Road Network

Key roads surrounding the site are shown in Table 2.1 and speed limits are shown in Figure 2.1.

Table 2.1: Road Network Summary

Section | Classification |Speed limit Features
One travel lane per direction
CCar|ton Regional Road 50 km/h On(? parkilng lane orl1 the sou.thern. side
rescent Train station at the intersection with Lackey Street
Signalised intersection at Lackey Street.
One travel lane and one parking lane per direction
Signalised intersection at Carlton Crescent
I_Satcr::;:{ Local Road 40 km/h T-intersection at Hardie Avenue and Smith Street
Raised pedestrian crossing south of Hardie Avenue
No right turn to Carlton Crescent, vehicles under 9m excepted.
One travel lane per direction
Hardie Local Road 40 km/h T-intersection wit.h Lackey. Street and Smith S.treet
Avenue At-grade pedestrian crossing at both entry points
Raised pedestrian crossing connecting the car park to the IGA.
One travel lane and one parking lane per direction
T-intersection with Lackey Street, Morris Street, Hardie Avenue
gtmltht Local Road 50 km/h and Moo.nble Street . .
ree Three raised pedestrian crossings, one east of Lackey Street,
one west of Morris Street, and one between Hardie Avenue
and Moonbie Street.
i One travel lane and one parking lane per direction
Moonbie | | .alRoad | 50 km/h _ 1ane and one pariing fane p
Street T-intersection with Smith Street.
Morris Local Road 50 km/h Or.1e travel .Iane f'and orTe parking lane per direction
Street T-intersection with Smith Street.

BITZIOS

-consulting

Lackey Street Summer Hill: Traffic Management Plan
Project: P7342 Version: 003




el " .- |

;; ~ ~3 2 & 4 gy

{
/

=0 Speed Limit
40 km/h
mmm= 50 km/h

‘ ‘_Moonbié Street

Source: Nearmap

Figure 2.1: Road Network
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2.2 Public Transport

The site is serviced by one school bus route and two train lines. No bus services operate along Lackey
Street on a Sunday. The public transport routes and infrastructure are summarised in Table 2.2 and

Figure 2.2.
Table 2.2: Public Transport Routes
Route Description Service Frequency
School Bus
563s Summer Hill Station to Trinity Grammar Summer Hill Weekday AM: 2 Services
Night Ride Bus
N50 Liverpool to City Town Hall via Strathfield 30 minutes (Weekdays & Saturdays)
(12:00 AM to 5:00 AM) 60 minutes (Sunday & Public Holidays)
Train
T2 Leppington & Inner West Line > ;51 fnmﬂl;’;eivsgeef;:;g)s)
T3 Liverpool & Inner West Line > 1- 51 ;T\EZ??V%V::;:;S};S)

@) Train Station
(® Night Ride Bus Stop
® School Bus Stop
<=» NS0 (Nightride Bus)
< 563S (School Bus)
<« T2, T3 Train Lines

Source: Nearmap

Figure 2.2: Public Transport Routes
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2.3 Active Transport

Footpaths surround the site and provide links in all directions. Crossing options are good with
signalised crossing legs connecting to Summer Hill Station, and other pedestrian crossing facilities
are provided throughout the surrounding area. The Piazza, located adjacent to Lackey Street,
provides pedestrians with a shared public space for resting, informal gathering, and movement
between adjacent retail locations and surrounding pedestrian routes.

An on-road cycling route is shown on the Inner West Council cycling map. The cycling routes are
indicated by painted bicycle symbols on the roads and there is no separation between cyclists and
general traffic.

The active transport routes and infrastructure are shown in Figure 2.3.
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Figure 2.3: Active Transport
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2.4 Parking

Most of the on-street parking areas have parking restrictions from Monday to Saturday, and some
only have restrictions from Monday to Friday. On Sunday, most on-street areas become unrestricted
parking.

Lackey Street also provides loading zone spaces from Monday to Saturday, which also become
unrestricted parking on Sundays. There is one permanent area signposted No Stopping, Australia
Post Vehicles Excepted AusPost-only space.

The off-street carpark has 2P parking restrictions from Monday to Sunday.

The existing parking supply and restrictions for a typical Sunday are summarised in Table 2.3 and
shown in Figure 2.4.

Table 2.3: Parking Configuration - Lackey Street (Sunday)

Parking Restriction Quantity
Unrestricted 24
AusPost-Only 1

| Legend

=1 2P Council Car Park
| === Unrestricted

| ' Accessible

_ [ Private Car Park

P  GeR | | 1 Go Get

k *!.: - i Ay B e | wmmm AusPost-Only

Source: Nearmap

Figure 2.4: Parking Configuration

Lackey Street Summer Hill: Traffic Management Plan

B ITZI O Project: P7342 Version: 003

]




3. TRAFFIC MANAGEMENT

3.1 Location of Works

The closure is to facilitate a temporary event lasting less than a day. The closure will be in effect from
3:00 AM to 11:59 PM on a Sunday only. During these hours, the area will be closed to all vehicle
traffic.

The proposed closure area is shown in Figure 3.1.

=1 ClosureArea

Source: Nearmap
Figure 3.1: Event Location

3.2 Closure Impacts

3.21 Public Transport

There is one school bus stop on Lackey Street, and which only operates on school days. Therefore,
there are no impacts on school bus services.

No public bus routes use Lackey Street. The Night Ride route N50 bus route and bus stops along
Carlton Crescent will be unaffected by the closure.

Lackey Street Summer Hill: Traffic Management Plan

B ITZI OS Project: P7342 Version: 003

]




3.2.2 Private Car Parking

There is one private off-street car park with driveway access to Lackey Street within the closure area
located at 34-36 Lackey Street (southeast of Hardie Avenue intersection).

During the closure period, vehicles will not be able to access this car park which will affect a number
of properties.

Lackey Street has previously been closed for events, and so businesses/residents are familiar with
the impacts. They are to be informed of any events that close Lackey Street at least 2 weeks before
any events.

The properties affected by the Lackey Street closure are shown in Figure 3.2.

= ClosureArea
=1 Private Off-street Parking
[ Affected Properties

Source: Nearmap

Figure 3.2: Private Parking Affected by Closure
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3.2.3 On-street Parking

Parking loss due to the road closure is limited to the southern half of Lackey Street. The total number
of spaces that will not be available during the closure is summarised in Table 3.1 and shown in Figure

3.3.a
Table 3.1: On-street Parking Loss
Type Quantity Loss
Unrestricted 14

- i; Legend
g | ] ClosureArea
' Unrestricted Parking Loss

Source: Nearmap

Figure 3.3: On-Street Parking Loss
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3.2.4 Vehicle Routes

Vehicles will not be able to use the southern half of Lackey Street during the closure. Detours will be
implemented via Hardie Avenue.

Detour routes will be shown in Figure 3.4.

Overall, the change in traffic volumes is considered minimal and is not expected to impact traffic
operations or safety.

S~ . 3 X o 7 ~

[] ClosureArea
=mm  Southbound Detour Route

Source: Nearmap
Figure 3.4: Detour Routes

3.2.5 Traffic Control Signals

The signalised intersection at Carlton Crescent and Lackey Street may experience increased
pedestrian crossing demand during the closure period. SCATS is anticipated to manage the change
in demand, however, Transport for NSW (TfNSW) is to be notified before the event. No modifications
to signal phasing are expected to be required.

3.3 Dates Relevant to TMP Work

The TMP will run for single-day events on Sundays, with the date of each event determined on a
case-by-case basis. The TMP is not designed for events on weekdays or Saturdays.
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3.4 Traffic Control

The location of this event may require adopting hostile vehicle mitigation measures. These barriers
can come in various forms, including:

= Temporary concrete or water-filled barriers

= Removable / Retractable bollards, installed into the ground, which are lowered or removed
outside of events

= Re-deployable barriers.

Retractable bollards are suitable for these types of events; however, they often have high installation
and maintenance costs. Temporary barriers such as concrete or water-filled can provide sufficient
protection, however, the costs, equipment, and personnel required to install and operate them can be
high. With one of the goals of this TMP being to reduce the cost of traffic management services for
event operators, the cost of setting up and operating such barriers is not desirable.

This TMP therefore proposes the use of re-deployable barriers, similar to those which have been
adopted by TINSW for major events, are proposed to be used at each end of the event closure area.

Inner West Council has acquired Pitagone Portable Vehicle Barriers which have been proposed for
use in other event GTMPs in the LGA. The barriers will be placed at the southern end of Lackey Street
and just south of its intersection with Hardie Avenue.

It should also be noted that the downhill grade of Lackey Street is relatively steep on approach to the
event area from the north (Carlton Crescent). The capability, placement, and configuration of the
protective barriers is be confirmed prior to implementation. The exact placement and requirements
are to be determined, pending input from a specialist consultant engaged by Council.

Tentative placement of the barriers is shown in Figure 3.5.

The selected barriers must be capable of withstanding the kinetic energy of a vehicle impact
appropriate to the assessed threat level, typically a minimum of 3.5 tonnes at 48 km/h. The final choice
of barrier type will be at the discretion of the event organiser, in consultation with Council, and must
be operated in accordance with the supplier’s specifications and manufacturer guidelines.

One traffic controller will be required at each section where barriers are in operation to operate the
re-deployable barriers as required.

Road closure signs will be placed along Lackey Street with detour signs placed on Hardie Avenue to
guide vehicles on alternative routes.
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Figure 3.5: Re-deployable Barrier Locations

3.5 Emergency Vehicles
Emergency vehicle access will be available from both ends of Lackey Street.

A traffic controller will be stationed at all road closure points, at the location of the protective barrier
devices. Upon the arrival or departure of an emergency vehicle, the traffic controller will relocate the
barriers and return them to the original location once the vehicle has moved past them.

A minimum 4m road width is to be maintained for the entire length of Lackey Street where possible.
One possible configuration of events would place a stage across Lackey Street, just south of Hardie
Avenue. This would prevent emergency vehicles traversing the entire extent of Lackey Street.
Consultation with emergency services will be undertaken as part of the approval process of both this
GTMP and the event.

3.6 Variable Messaging Signs

No variable messaging signs (VMS) are proposed for this event as the impacts are localised and
minimally impact the wider road network.

3.7 Communication

Residents and businesses affected by the event are to be notified a minimum of 14 days prior to the
commencement of the event.
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3.8  Monitoring

Ongoing monitoring of the TMP during events, and review between events will be critical to maintain
a safe environment for attendees, staff, and anyone in or near the event area. Monitoring is to be
undertaken in accordance with relevant Sections of the Traffic Control at Works Sites Manual, in
addition to any relevant legislative requirements and/or guidelines.

After the first event is held, a full review of the TMP will be undertaken to identify aspects that could
be improved upon for subsequent uses.

Temporary traffic management monitoring is to be undertaken at the following stages at a minimum:

= Planning
= During temporary traffic management
= Post-completion.
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ROAD BARRIER DETAILS INCLUDING
CONFIGURATION, QUANTITY, OR LOCATION
TENTATIVE, AND ARE TO BE CONFIRMED BY INNER
WEST COUNCIL

This TGS must be set up in accordance with the Traffic
Control at Works Sites Manual Version 6.1. The Manual
should override any conflicts between it and this drawing.
The reliance on this drawing is limited to signage and line
marking types and locations only.

The traffic control firm assumes all responsibility for
implementation, compliance, and conducting traffic control
operations.
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